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Current Status

 At the moment, the CDW management sector in Lebanon is very primitive.

 There is no separate collection system for this type of waste.

 There are no dedicated sorting/treatment facilities either.

 CDW is being dumped in random dumps all over the country.

 Small volumes are being utilized as covers in landfills.

 The legislative and institutional framework for this is absent.



Current Status – CDW dumps

 Study done by the Ministry of Environment (MoE) and the United Nations 

Development Programme (UNDP), with the technical assistance of Earth Link 

and Advanced Resources Development s.a.l. (ELARD), published in June 2017.

 Survey done in 2016: There is currently a total of 324 CDW dumpsites in 

Lebanon.

 178: operational dumpsites. 

 145: non-operational dumpsites.

 Marked increase over the same study done in 2011: a total of 166 CDW 

dumpsites in Lebanon

 132: operational dumpsites.

 34: non-operational dumpsites.



Current Status – CDW dumps

 The highest number of operational dumpsites was found in Nabatieh and 

South Lebanon which had around 39% of the operational dumpsites, followed 

by Beqaa and Baalback/Hermel with 25%.

 The highest CDW volumes in operational dumpsites were found in Beirut and 

Mount Lebanon followed by Beqaa and Baalback/Hermel.

 Correlation to area and construction rates!



Prospectives

 Establish a strategy for the management of CDW, including:

 Legal/Institutional framework

 Technical know-how

 Solution for the current dumps, including priority list (which dumps to rehabilitate 

first? Based on what?...etc.)

 Get updated on the latest technical solutions available

 Management of possible hazardous contamination (asbestos, heavy metals, 

POPs…etc.)

 Possible cooperation between different sectors as well as international entities

 Finding resources and funding for rehabilitation/management

 Other? 
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